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Owner’s Manual 

Front Laser X*K*Ka Superwide 
Radar Detector 



Please read before using this equipment. 





RadioShack. 


Cat. No. 22-1674 
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FEATURES 


Your RadioShack Front Laser X*K*Ka Superwide Radar 
Detector receives all X-, K-, and Ka-band traffic radar 
signals and also detects both the instant-on and laser 
systems many police departments now use to measure 
vehicle speed. When it detects a signal, your easy-to- 
mount detector alerts you with a light and a tone, which 
increase in speed as the signal gets stronger. 

Your detector’s safety alert feature gives you advance 
warning of potential road hazards by detecting signals 
from transmitters that broadcast special safety alerts. 
Your detector also has FAST® (False Alert Suppression 
Technology) circuitry that helps prevent false alarms 
caused by signals from other radar detectors, without 
reducing your detector’s sensitivity to traffic radar signals. 

Note: Some areas have laws regulating the use of 
radar detectors. Check with your local law enforcement 
agency about the laws in your area. 

We recommend you record your detector’s serial num- 
ber here. The number is on the detector’s bottom 
panel. 

Serial Number: 


© 1997 Tandy Corporation. 

All Rights Reserved. 

RadioShack Is a registered trademark used by Tandy Corporation. 
Safety Alert is a trademark of Cobra Electronics. 

FAST Is a registered trademark used by Tandy Corporation. 
InstaClear Is a registered trademark used by Ford Motor Company. 
ElectriClear Is a registered trademark used by LIbbey, Owens, Ford, 
and Delco-Remy. 
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Your detector has many useful features, including: 

X-, K-, Ka-Band, and Laser Signal Detection — 

warns you when the detector detects signals from traf- 
fic radar or laser devices. Different tones sound (for 
each radar signal type) and different indicators flash 
(for radar or laser devices), to let you know the type of 
signal received. 

City/Highway Modes — let you reduce the detector’s 
sensitivity to weak X-, K-, and Ka-band signals, without 
affecting the detector’s sensitivity to laser signals while 
you are in the city. 

Mute Mode — lets you turn the detector’s tones on or 
off, to suit your driving preferences. 

Safety Alert Signal Detection — warns you when the 
detector detects signals broadcast by safety alert trans- 
mitters. Some public safety and government agencies 
install these transmitters in some emergency vehicles 
and near some known road hazards and construction 
areas, to provide advance warning of potentially haz- 
ardous situations. 





Your detector includes the following items; 

• Hook-and-loop tape 

• Sun visor clip 


• Power cord 
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A LOOK AT THE DETECTOR 



VOLUME/OFF Control — turns the detector on and off 
and lets you adjust the volume. 


Front Laser Detection Lenses — receives Incoming 
laser signals directed at the front of your vehicle. 

P (Power) Indicator — lights when you connect the 
detector to power and turn It on. 

X (X-Band Radar) Indicator — blinks to show the sig- 
nal strength when the detector detects an X-band radar 
signal. 


K/Ka (K/Ka-Band Radar) Indicator — blinks to show 
the signal strength when the detector detects a K- or 
Ka-band radar signal. 
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L (Laser) Indicator — both LEDs under X and K/Ka 
flash when the detector detects a traffic laser signal. 

C/SA (City/Safety Alert) Indicator — lights when the 
detector is in the city mode and blinks when the detec- 
tor detects a safety alert signal. 

MUTE Button — silences the alert sound. 

CITY Button — switches between the city and highway 
modes. 

DC 12V Jack — the power cord plugs in here. 
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INSTALLATION 



SELECTING A MOUNTING 
LOCATION 

For the best performance, select a location for the 
detector where it has a direct view of the road. The 
detector’s radar antenna and laser detection lens are at 
the opposite end from the display. 




Follow these guidelines when you select a mounting 
location. 

• Choose a location that does not block the driver’s 
view of the road. 

• Mount the detector in a level position. 

• Since signals are blocked by metal surfaces, the 
detector’s view of the road must not be blocked. 
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• Some vehicles have InstaClear® or ElectriClear® 
defogging windshields, which have metal coatings 
that block signals. General Motors APV vans have a 
solar shield that keeps the vehicle cooler during the 
summer. This shield also blocks signals. A detector 
installed in a vehicle with any of these features will 
probably not detect a signal. 

• Since window tinting reduces the received strength 
of laser signals, you should not mount the detector 
behind any tinted glass. 

• Do not mount the detector where the driver or a 
passenger might hit it in a sudden stop or accident. 

Caution: Whichever mounting method you choose, 
place the detector out of view when you leave the vehi- 
cle. This keeps the detector out of sight of thieves and 
prevents exposing it to extremely high temperatures, 
which can temporarily impair your detector’s perfor- 
mance. 

HOOK-AND-LOOP MOUNTING 

For some dashboards, the hook-and-loop tape sup- 
plied with your detector might be best for mounting. 
Follow these steps to use the hook-and-loop tape. 

1 . Use a damp cloth to thoroughly clean the bottom of 
the detector and the dashboard. Let both surfaces 
dry completely. 
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Note: The tape’s adhesive might not stick to a sur- 
face treated with vinyl cleaner or protectant. 

2. Peel off the tape’s paper backing and apply the tape 
to the bottom of your detector. 

Notes: 

• If you are mounting the detector on a curved 
dashboard, you might need to cut the hook-and- 
loop tape in half and use one strip on each side 
of the bottom of the detector. 



• Do not place the hook-and-loop tape over the 
detector’s serial number. 

3. Remove the paper backing from the other side of 
the tape and press your detector onto the dash- 
board. 
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VISOR MOUNTING 

The supplied sun visor clip lets you quickly mount the 
detector on your vehicle’s sun visor. 

Warning: Do not mount the detector on a visor if this 
places the detector near the driver’s or a passenger’s 
head. 

Follow these steps to use the sun visor clip. 

1 . Slide the sun visor clip into the bracket holder’s slot 
until it clicks. 
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Removing the Sun Visor Ciip 

If you later want to use another method for mounting 
the detector, remove the sun visor ciip by simpiy puiiing 
it out of the detector. 

1. Puii up one side of the bracket hoider to remove it 
from the detector. 


2. Using a fiat-biade screwdriver, carefuiiy iift out the 
piastic tongue hoiding the sun visor ciip and bracket 
hoider together, then siide the sun visor ciip out of 
the bracket hoider. 
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WINDSHIELD MOUNTING 

You can mount the detector on your vehicle’s wind- 
shield using a windshield radar detector suction-cup 
mount such as RadioShack Cat. No. 270-034 (not sup- 
plied). Follow the instructions provided with the mount 
to mount the detector on your windshield. 

CONNECTING POWER 



Check to be sure that the knurled ring on the supplied 
power cord’s barrel plug is tight, then plug the barrel 
plug into the DC 12V jack on the side of the detector, 
and plug the power cord’s cigarette lighter plug into 
your vehicle’s cigarette-lighter socket. 
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Cautions: 

• Before plugging the power cord’s cigarette lighter 
plug into your vehicle’s cigarette-lighter socket, 
make sure the knurled ring on the plug is screwed 
firmly onto the plug. See “Replacing the Fuse” on 
Page 24 for more information about the cigarette- 
lighter plug. 

• Unplug the power cord from your vehicle’s cigarette- 
lighter socket when you turn off the ignition. This 
prevents your vehicle’s battery from being drained if 
you leave the detector on when you turn off the igni- 
tion. 

Note: If the detector does not operate when you turn it 
on, unplug the power cord from your vehicle’s cigarette- 
lighter socket and carefully check the socket for ashes 
and other debris. Also, check the fuse in the power cord 
and your vehicle’s fuse block (see “Replacing the Fuse” 
on Page 24). 
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OPERATION 



TURNING THE DETECTOR 
ON AND OFF 

To turn on the detector, turn VOLUME/OFF away from 
you until it clicks. 


The detector sounds a distinctive tone for each band as 
a self test. Then all indicators turn off, except the P 
(power) indicator. 

To turn off the detector, turn VOLUME/OFF toward you 
until it clicks and all indicators turn off. 

ADJUSTING THE VOLUME 

Turn VOLUME/OFF away from you to increase the 
detector's volume. Turn VOLUME/OFF toward you to 
reduce it. 
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OPERATING SETTINGS 

Selecting the City and Highway Modes 

Your detector has two operating modes: city and high- 
way. 

In city mode, the detector requires a stronger X-, K-, or 
Ka-band signai before it sounds or dispiays an aiert. 
This eiiminates responses to most faise sources, such 
as automatic door openers and aiarm systems. 

Note: The city mode has no effect on iaser aierts or 
instant-on radar. 

The highway mode provides maximum sensitivity for 
open-road driving. 

To seiect the city mode, press CITY untii the detector 
beeps once and the C/SA indicator turns on. 


To seiect the highway mode, press CITY until the C/SA 
indicator turns off. 
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Muting the Audio Aiert 

While the detector is sounding a radar or safety alert 
signal, you can press MUTE to temporarily silence the 
detector. The detector automatically resets to normal 
operation about 20 seconds after the radar or safety 
alert signal stops. Or, you can simply press MUTE again 
before it resets to return the detector to normal opera- 
tion. 



Note: The laser alert signal remains audible even if you 
press MUTE. 
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RECEIVING AND IDENTIFYING 
RADAR, LASER, AND SAFETY 
ALERT SIGNALS 

When your detector senses a radar signal, it responds 
with different audible and visual alarms to indicate the 
signal type for X- and K- or Ka-band radar signals. The 
detector also indicates the signal strength by increasing 
the rate at which it flashes the indicator and sounds the 
tone as you get closer to the radar source. 

When your detector senses a /aser signal, it responds 
with both audible and visual alarms. Both the X and K/ 
Ka indicators flash and the detector sounds wavering 
audio tones. 

FCC approved Safety Alert Transmitters emit micro- 
wave radar signals to indicate the presence of a safety 
related concern. These microwave signals are located 
in the K-band and, as a result, any radar detector which 
detects K-band radar will detect these safety signals as 
standard K-band radar alerts. However, unlike a stan- 
dard radar detector, your detector is designed to differ- 
entiate between a standard K-band alert and a Safety 
Alert. 
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Depending on the frequency of these signals, as set on 
the transmitter, the outgoing signal can indicate 
whether the transmitter is on a speeding emergency 
vehicle or train, or at stationary road hazard location. 
However, this detector gives the same indication, no 
matter what the source. When it senses a safety alert 
signal, it responds with both audible and visual alarms. 
The C/SA indicator lights and the detector sounds con- 
tinuous audio tones. 
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TROUBLESHOOTING 


If you have problems operating your detector, the sug- 
gestions in this section might heip. If you cannot solve 
the problem after trying these suggestions, take your 
detector to your local RadioShack store for assistance. 

If the detector does not turn on: 

• Be sure all power connections are secure. 

• Check the fuse that controls power to your vehicle’s 
cigarette-lighter socket. See your vehicle’s owner’s 
manual. 

• Check the fuse in the power cord’s cigarette-lighter 
plug. See “Replacing the Fuse” on Page 24. 

• The cigarette-lighter socket might be dirty. Clean it 
with fine emery cloth to ensure a good, clean con- 
nection. 

Caution: Do not place any metal object other than 
the cigarette lighter or a cigarette-lighter plug in the 
cigarette-lighter socket. Doing so could blow a fuse 
in your vehicle or cause the metal object to become 
very hot. 

If the detector gives a false alert when you use 
vehicle accessories such as power windows, 
motorized mirrors, brakes, and so on: 

• Check the vehicle’s electrical system for loose con- 
nections, including the main battery cable and alter- 
nator connections. 





• Install a filter capacitor (1000 )xf, 35 volts, such as 
Cat. No. 272-1032) on the back of the cigarette- 
lighter socket, across the power connections. 

If the detector performs the self-test, but does not 

respond to radar signals when you see a police car: 

• A police car might not be equipped with radar (see 
the separate booklet Questions and Answers About 
Vehicle Speed Detection). 

• Police might be using VASCAR-type speed detec- 
tion (see the separate booklet Questions and 
Answers About Vehicle Speed Detection). 

If the detector has poor laser detection range: 

• Be sure the laser detection lens is not blocked. 

• Be sure the detector is properly mounted. See 
“Selecting a Mounting Location” on Page 8. 

• Use lens-cleaning solution to clean the laser detec- 
tion lens. 
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CARE AND MAINTENANCE 


Your RadioShack Front Laser X*K*Ka Superwide Radar 
Detector is an exampie of superior design and crafts- 
manship. The foiiowing suggestions wiii heip you care 
for the detector so you can enjoy it for years. 



Keep the detector dry. If it gets wet, wipe it dry 
immediateiy. Liquids can contain minerais 
that can corrode the eiectronic circuits. 



Handie the detector gentiy and carefuiiy. 
Dropping it can damage circuit boards and 
cases, and can cause the detector to work im- 
properiy. 



Keep the detector away from dust and dirt, 
which can cause premature wear of parts. 



Wipe the detector with a damp cioth occasion- 
aiiy to keep it iooking new. Do not use harsh 
chemicais, cieaning soivents, or strong deter- 
gents to ciean it. 


Modifying or tampering with the detector's internai 
components can cause a maifunction and might invaii- 
date its warranty. If your detector is not operating as it 
shouid, take it to your iocai RadioShack store for assis- 
tance. 
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REPLACING THE FUSE 

If the detector stops operating, follow these steps to 
check the fuse in the power cord’s cigarette-lighter plug 
and replace it with a 2-amp, IV4 x V4, fast-acting fuse 
(Cat. No. 270-1007), if necessary. 

1. Carefully turn the knurled ring on the cigarette- 
lighter plug counterclockwise to unscrew it. 


Caution: If you must use pliers to loosen the ring, 
be careful not to crush the ring or the metal tip 
inside the ring. 

2. Carefully remove the ring and tip from the cigarette- 
lighter plug, then remove the old fuse. 

Note: Take care not to lose the ring or tip, or the 
spring inside the plug. 

3. Check the fuse. If it has blown, replace it. 

Caution: Using a fuse that does not meet these rat- 
ings or defeating the fuse protection can damage 
your detector, the power cable, or the vehicle’s elec- 
trical system. 
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4. Replace the metal tip Inside the ring, make sure the 
spring Is Intact, then place the fuse Inside the ciga- 
rette-lighter plug and screw the ring back onto the 
plug. Make sure the tip Is visible when you reassem- 


ble the cigarette-lighter plug. 

Caution: Never use pliers or other tools to retIghten 
the ring on the cigarette-lighter plug. 
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Limited One- Year Warranty 

This product is warranted by RadioShack against manufacturing defects in material and 
workmanship under normal use for one (1) year from the date of purchase from Ra- 
dioShack company-owned stores and authorized RadioShack franchisees and dealers. 
EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES 
AND ANY IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO 
THE DURATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. 
EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RE- 
SPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RE- 
SPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR 
INDIRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARISING OUT 
OF ANY BREACH OF THIS WARRANTY, INCLUDING, BUT NOT LIMITED TO, ANY 
DAMAGES RESULTING FROM INCONVENIENCE, LOSS OF TIME, DATA, PROP- 
ERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR 
CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow the limitations on how long an implied warranty lasts or the 
exclusion of incidental or consequential damages, so the above limitations or exclu- 
sions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the Ra- 
dioShack sales receipt as proof of purchase date to any RadioShack store. RadioShack 
will, at its option, unless otherwise provided by law: (a) correct the defect by product re- 
pair without charge for parts and labor; (b) replace the product with one of the same or 
similar design; or (c) refund the purchase price. All replaced parts and products, and 
products on which a refund is made, become the property of RadioShack. New or re- 
conditioned parts and products may be used in the performance of warranty service. 
Repaired or replaced parts and products are warranted for the remainder of the original 
warranty period. You will be charged for repair or replacement of the product made after 
the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of 
God, abuse, accident, misuse, improper or abnormal usage, failure to follow instruc- 
tions, improper installation or maintenance, alteration, lightning or other incidence of ex- 
cess voltage or current; (b) any repairs other than those provided by a RadioShack 
Authorized Service Facility: (c) consumables such as fuses or batteries: (d) cosmetic 
damage; (e) transportation, shipping or insurance costs; or (f) costs of product removal, 
installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which 
vary from state to state. 

RadioShack Customer Relations, Dept. W, 100 Throckmorton St., 
Suite 600, Fort Worth, TX 76102 

We Service What We Sell 3/97 




RadioShack 

A Division of Tandy Corporation 
Fort Worth, Texas 76102 
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